RepublicConduit

MSDS FOR HOT DIP GALVANIZED STEEL CONDUIT

SECTION | - GENERAL INFORMATION

NAME: HOT DIP (ZINC) GALVANIZED STEEL CONDUIT
ALL SIZES (1/2-inch through 6-inch diameters)

MANUFACTURER:

Republic Conduit Manufacturing
7301 Logistics Drive

Louisville, KY 40258-3891
502-995-5900

DOT HAZARD CLASS: Not listed UN NO.: Not Applicable
NA NO.: Not Applicable

SARA SECTION 313: The components of this product may be subject to the reporting
requirements of Section 313 of Title IIl of the Superfund Amendments and
Reauthorization Act and 40 CFR 372. The materials listed below may be present in
quantities above the applicable deminimis concentrations and are listed as Toxic
Chemicals in 40 CFR 372.65.

ISSUE DATE: 26UNO08 REVISION NUMBER: 1.00

PREPARED BY: Environmental Coordinator

SECTION Il - INGREDIENTS

MATERIAL CAS NO. %

MILD STEEL ALLOY NA 97.49 - 99.94
CHROMIUM COMPOUNDS (1) 7440-47-3 <0.01

ZINC (1) 7440-66-6 0.05-2.5

1. applied as a metal surface coating
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